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.A.P. ; TOTAL [SHEET
R SECTION COUNTY | JOTAL SHEE
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STA. TO STA.
~~~~~~~~~~~~~ | ¢ | ' FED. ROAD DIST. NO.  |ILLINOIS | FED. AID PROJECT
\\ Us 51 ‘
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S | |
N 18’ MIN CLEAR ZONE N 24' STA 894+68 TO 36’ STA 899+47.12 . 6698837
N 36’ STA 903+72 TO 24’ STA 908+52
\ )
PROPOSED AGGREGATE WEDGE - TO BE INCLUDED 10¢ | NB THROUGH LANE, 12’ E EXISTING SB . SB THROUGH LANE
IN THE COST OF AGGREGATE SHOULDERS, TYPE B. B ) I" THROUGH LANE, 12’ ~ 0’ STA 894+68 TO
REFER TO CROSS SECTIONS FOR SLOPE INFORMATION | ; 12 STA 899+47.12
N 4 1.4 ' PAINTED MEDIAN J 127 STA 903+72 TO -
N 1 0’ STA 894+68 TO 0’ STA 908+52
N I 12 STA 899+47.12 |
| 12 STA 903+72 T0O 1874~
| 0’ STA 908+52
N | 1.56%

PROPOSED AGGREGATE SHOULDERS, TYPE B,
VARIABLE THICKNESS (MIN 5" MAX 55

EXISTING AGGREGATE SHOULDERS _

PROPOSED BITUMINOUS SURFACE
REMOVAL, VARIABLE DEPTH
(MIN 0, MAX 25"

EXISTING BITUMINOUS CONCRETE RESURFACING, 25"
EXISTING PCC PAVEMENT, 8"

PROPOSED AGGREGATE SHOULDERS, TYPE A, 8"
PROPOSED BITUMINOUS SHOULDERS, SUPERPAVE, 8"

PROPOSED BITUMINOUS SHOULDERS SUPERPAVE,
VARIABLE THICKNESS (MIN !5 MAX 3"

EXISTING BITUMINOUS SHOULDERS

PROPOSED SUB-BASE GRANULAR MATERIAL, 4"
PROPOSED PORTLAND CEMENT
CONCRETE BASE COURSE, 9”

EXISTING BITUMINOUS SHOULDERS, 8 - TO BE REMOVED
- PAID AS PAVED SHOULDER REMOVAL

PROPOSED POLYMERIZED BITUMINOUS CONCRETE
SURFACE COURSE, SUPERPAVE, MIX D, N105, 1l/,"

EXISTING SUB-BASE GRANULAR MATERIAL

PROPOSED POLYMERIZED LEVELING BINDER (MACHINE METHOD),
SUPERPAVE, N105, 1/2" & VARIABLE

TO BE USED:
STA 894+68 TO STA 899+47.12
STA 903+72 TO STA 908+52

NOTE: MILL 1Y, OF BITUMINOUS AT ¢ ELEVATION.
BITUMINOUS SURFACE REMOVAL DEPTH
WILL BE VARIABLE IN ORDER TO ATTAIN
1.56% SUPERELEVATION.
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10’ 24’ 10’

PROPOSED AGGREGATE WEDGE - TO BE INCLUDED
IN THE COST OF AGGREGATE SHOULDERS, TYPE B.
REFER TO CROSS SECTIONS FOR SLOPE INFORMATION

PROPOSED AGGREGATE WEDGE - TO BE INCLUDED 2’ 4’ 4’ I .NB THROUGH LANE, 12’ | SB THROUGH LANE, 12’

IN THE COST OF AGGREGATE SHOULDERS, TYPE B.
REFER TO CROSS SECTIONS FOR SLOPE INFORMATION
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PROPOSED BITUMINOUS SURFACE
REMOVAL, VARIABLE DEPTH
(MIN 0" MAX 2!/,

EXISTING BITUMINOUS CONCRETE RESURFACING, 2!/,
EXISTING PCC PAVEMENT, 8"

PROPOSED AGGREGATE SHOULDERS, TYPE B,
VARIABLE THICKNESS (MIN 4" MAX 5Y45'%)

PROPOSED AGGREGATE SHOULDERS, TYPE B,
VARIABLE THICKNESS (MIN 5" MAX 2%

EXISTING AGGREGATE SHOULDERS

EXISTING AGGREGATE SHOULDERS

PROPOSED BITUMINOUS SHOULDERS SUPERPAVE,
VARIABLE THICKNESS (MIN V5" MAX 3"

PROPOSED BITUMINOUS SHOULDERS SUPERPAVE,
VARIABLE THICKNESS (MIN " MAX 1)

EXISTING BITUMINOUS SHOULDERS

PROPOSED POLYMERIZED BITUMINOUS CONCRETE
SURFACE COURSE, SUPERPAVE, MIX D, N105, 1Y/,

PROPOSED POLYMERIZED LEVELING BINDER (MACHINE METHOD),
SUPERPAVE, N105, 14" & VARIABLE

EXISTING BITUMINOUS SHOULDERS

EXISTING SUB-BASE GRANULAR MATERIAL

TO BE USED:
STA 893+68 TO STA 894+68
STA 908+52 TO STA 909+52

TYPICALS - US 51




